Metamaterials is a large family of microwave structures that produces interesting ε and µ conditions with huge implications for numerous electromagnetic applications. Following a description of modern techniques to realize epsilon-negative, mu-negative and double-negative metamaterials, this paper explores recent literature on the use of metamaterials in hot research areas such as metamaterial-inspired microwave components, antenna applications and imaging. This contribution is meant to provide an updated overview of complex microwave engineering for the generation of different types of metamaterials and their application in topical electromagnetic scenarios.
Introducation
In 1968, Victor Veselago investigated (Veselago, 1968) the electromagnetic properties of a hypothetical material with both negative electric permittivity and magnetic. This material does not exist in nature, but its study unveiled numerous new electromagnetic problems and perspectives. In Veselago's description, materials with negative permittivity and negative permeability had the very basic property that the index of refraction is negative. Also other researchers investigated the electromagnetic behavior associated with negative refraction (Mandelshtam, 1950; Sivukhin, 1957; Silin, 1959) , but Veselago anticipated that materials with negative index would lead to revolutionary implications for the interaction between wave and matter that change geometric and wave optics perspectives.
Since electromagnetic waves do not interact with each other, materials must be used to control and manipulate them by leveraging coupling fields and charges. Any improvement in achieving desired material conditions corresponds to an advanced control of electromagnetic waves. The diversity in the exploration of metamaterials shows how profound this concept is and how their analysis and design can impact many different application areas in electromagnetics. This research has recently advanced in both the characterization of materials and their application in complex transmission lines. Moreover, metamaterials based on engineered surfaces are particularly interesting since losses become under control and have been considered from both fundamental and applied perspectives. Finally, metamaterial antennas and metamaterial elements that enhance antenna performance still remain a strong topic of interest and a fruitful area of research. Fig. 1 summarizes recent research on metamaterials.
This paper is organized as follows: Section 2 gives a broad overview of the most innovative realization techniques of epsilon-, mu-and double-negative metamaterials; the following sections discuss most important applications that have been suggested in the literature regarding microwave components, antennas and imaging; a short section on fabrication challenges and conclusions end the paper.
Realization of Epsilon-Negative, Mu-Negative and Double-Negative Metamaterial
Metamaterials are artificially constructed structures that present unusual electrical properties such as negative (or near-zero) values of effective permeability and/or effective permittivity over a certain narrow frequency band. The conventional split-ring resonator (SRR) is a regular sub-wavelength unit cell module that was introduced (Pendry, Holden, Robbins & Stewart, 1999; Smith, Padilla, Vier, Nemat-Nasser & Schultz, 2000; Tao, Padilla, Zhang & Averitt, 2011) to build periodic arrays which can be excited magnetically or electrically to obtain a µ-negative (MNG) or an ε-negative (ENG) region, respectively, above its LC-type resonance frequency. An overview of SRR geometries is given in Fig. 2 . A Double Negative metamaterial, DNG, takes its definition from both the real part of the overall effective permittivity, ε re ', and the real part of the magnetic permeability, µ re ', being simultaneously negative. This characteristic leads to the propagation of a "backward wave" in which the phase velocity and group velocity of the wave have opposite signs. The direction of the phase velocity is opposite to that of the energy flow. As explained by Hand and Cummer (Hand & Cummer, 2009) , in current realizations of DNG materials, ε r ' < 0 is commonly provided by a metallic element that resonates near the plasma frequency, and the µ r ' < 0 condition is given by a split-ring resonator. These elements are then arranged periodically with the overall result of a highly anisotropic material that exhibits DNG behavior for electromagnetic radiation that is incident on the structure over a narrow range of angles. On the other hand, it was shown theoretically by Holloway et al. (Halloway, Kuester Baker-Jarvis & Kabos, 2003 ) that a composite medium consisting of non-metallic, magneto-dielectric spherical particles embedded in a matrix can exhibit DNG behavior for wavelengths where resonance occurs. This work is based on the theory developed by Lewin (Lewin, 1947) , in which a low-order solution according to Mie scattering theory is obtained for a plane wave incident on a simple cubic array of magneto-dielectric spheres. It is interesting to observe that although the theoretical development relies on the simple cubic lattice arrangement of particles, the dipolar treatment of the particle polarizations is independent of microstructure and this still holds for a random dispersion of spheres in a matrix, provided that the particles are well-separated.
It has been demonstrated that periodic arrays of SRRs or other unit cell structures (i.e. single-ring or multi-ring SRRs, SRRs with multiple gaps, broadside-coupled SRRs, spiral resonators, S-shaped or omega-shaped resonators) may also display dipole-type resonances in addition to the LC-type resonances (Chen, Ran, Huangfu, Zhang & Chen, 2004; Baena, Marques, Medina & Martel, 2004) . A feasible approach to design metamaterials with multiple and closely located resonance frequencies is to use a proper super-cell topology that is composed of two or more slightly different unit cells as explained in contributions from Kwon, Yuan Ekmekci and Zhu (Kwon, Werner, Kildishev & Schalev, 2007; Yuan et al. 2008; Ekmekci, Topalli, Akin & Turhan-Sayan, 2009; Zhu, Ma, Li & Liang, 2010) . Alternatively, a compact unit-cell structure called single-loop resonator (SLR) has been recently demonstrated by Ekmekci and Turhan-Sayan (Ekmekci & Turhan-Sayan, 2010) with three resonance frequencies in X-band. The SLR was designed in square-shape by using a single conducting loop, which was specifically shaped to have two effective resonating gaps. While two distinct MNG regions resulted from the first two magnetic resonances of this highly symmetric SLR topology, the third (electrical) resonance was not strong enough to generate a further ENG band. Therefore, the suggested SLR structure was reported to be useful as a double-band magnetic resonator. In 2011 Yurduseven et at. presented a triple-band metamaterial array of triangular-shaped SLR unit cells (Yurdusen, Yilmaz & Turhan-Sayan, 2011) . This lattice shows four closely located resonances within the frequency range 3.3 -5.1 GHz that leads to two distinctive MNG regions and one fully developed ENG region. This unit cell structure is made of a single loop of conducting strip printed over a low-loss dielectric substrate. Chiral metamaterials (CMMs) have attracted vivid research activity due to their interesting negative refraction properties. In fact, CMMs are metamaterials made of unit cells without any mirror symmetry. This results in the breaking of the degeneracy between two circularly polarized waves, right circularly polarized (RCP) and left circularly polarized (LCP), that causes the difference of refractive index of RCP and LCP waves. Assuming a time-harmonic field (e -jωt ), the constitutive relations of an isotropic and homogeneous chiral medium are as follows:
where, ε, µ, c, and k are the relative permittivity, relative permeability, the speed of light in free space, and the chirality parameter, respectively. The refractive indices for RCP and LCP waves are expressed as n±= n±k when n=√εμ. Generally, provided a large enough chirality, the negativity of n+ or ncan be achieved as shown by Tretyakov (Tretyakov, Nefedov, Sihvola, Maslovski & Simovski, 2003) . On the basis of this principle, some CMM structures have been suggested by Plum et al. (Plum et al. 2009 ) such as twisted rosettes, twisted crosses by Zhou et al. ), twisted U-SRRs by Li et al. (Li, Zhao, Koschny, Kafasaki & Soukoulis, 2011) , double-layer CMM structure by Wu et al. (Wu, Zhang & Zhong, 2010) , L-shaped design by Li et al. (Li, Yang & Dong, 2011) , and conjugated gammadion by Zhao et al. (Zhao, Zhang, Zhou, Koschny & Soukoulis, 2011) , consisting of multiple layers exhibiting pronounced optical activity and a negative refractive index in an effective frequency band lower than 10 GHz. In 2012 Zafiri et al. (Zafiri, Soleimani & Nayyeri, 2012) proposed a dual-band CMM structure with negative refractive index and interesting engineering. Due to its dual-band behavior, this structure is versatile for numerous applications such as dual-band ultrathin polarization devices, dual-band microwave absorbers, dual-band focusing, and gain enhancement and axial-ratio improvement of dual-band circularly polarized antennas. In 2012 Zhong et al. (Zhong et al. 2012 ) presented a new type of dual-band negative permittivity metamaterial based on a cross circular loop resonator (CCLR) with shorting stubs. The proposed metamaterial exhibits two typical ε-negative frequency bands, and the frequencies of both the two bands can be conveniently controlled by adjusting the positions of shorting stubs. On the basis of present printed circuit board (PCB) techniques, a left-handed media can be easily realized by a transmission line loaded with these resonators. Among them, the one utilized to generate a magnetic response is the SRR or open SRR (OSRR), whose fundamental resonance leads to a response to the magnetic field characterized by dispersive permeability as explained by Martín and Martel (Martín, Bonache, Falcone, Sorolla & Marqués, 2003; Martel et al., 2004 makes use of the electric-field-coupled resonator (ELC) with a fundamental mode that couples strongly to the electric field (Schurig, Mock & Smith, 2006) .
In 2012 a new technique based on the concept of Stepped-Impedance Resonators (SIR) was introduced by Zarghooni (Zarghooni & Denidni, 2012) for the miniaturization of a Double Split-ring Resonator (DSR) unit-cell. Stepped-Impedance Resonators (SIRs) have been used in the fields of band-pass filters and duplexers because of their interesting characteristics in terms of harmonic suppression and also because of their smaller length compared to quarter-wave transformers. This unit-cell can be used in a small-sized planar superstrate structure for gain enhancement of patch antennas.
Metamaterial-Inspired Microwave Components
The possibility of taking advantage of the unusual properties of the so-called metamaterial technology has led to an impressive research activity aimed at reducing the size and improving the performances of phase shifters, baluns, couplers, power dividers, and filters. A broad overview is given by Marques et al. (Marques, Martín & Sorolla) . The underlying idea for such improvement is the achievement of both negative permittivity and permeability over a certain frequency range by suitable adjustment of the dispersion characteristics.
At microwave frequencies, a medium that supports backward wave propagation can be easily fabricated from a transmission line loaded with split-ring resonators (SRRs) and/or reactive elements. An innovative application of metamaterial was introduced by Katko et al. (Katko, Hawkes, Barret & Cummer, 2011) . A sheet of nonlinear metamaterials was proposed for the realization of an RF limiter.
In particular, complementary electric inductive-capacitive resonators loaded with nonlinear p-i-n diodes were combined to act as RF limiter unit-cells.
Nonlinear metamaterials also provide an attractive alternative to implement a shielding coating to suppress surface currents in Electromagnetic Compatibility (EC) problems as explained by Sievenpiper (Sievenpiper, 2011) . A periodic arrangement of electrically small unit-cells behaves as an effective medium, whose properties depend on the circuit elements included in each unit-cell. By adding nonlinear devices such as diodes, an additional degree of freedom (that is not achievable with linear materials) can be obtained. The incoming wave can be converted into a different frequency, or a different mode, so to allow alternative absorption mechanisms.
Antenna applications
The artificial electric and magnetic properties of metamaterials can be exploited to enhance radiation properties of antennas. Specifically, metamaterials have been employed to manipulate the radiation properties of antennas. Electromagnetic BandGap (EBG) cells distributed around the antenna have been used to increase the gain performance on sub-optimum ground plane by reducing the effects of surface waves. Ruvio and Ammann proposed a radial EBG-cell layout (Ruvio, Bao & Ammann, 2009) as an alternative to conventional Cartesian solutions to enable more flexible design and better circular polarization features (Fig. 2) . More recent designs include metamaterial-coated electrically small antennas investigated by Ziolkowski (Ziolkowski & Erentok, 2006) , transmission line (TL) metamaterial-enabled leaky-wave antennas designed by Liu et al. (Liu, Caloz & Itoh, 2002) , broadband negligible-loss metaliners for horn antennas that support low sidelobes and low cross polarization introduced by Lier et al. (Lier, Werner, Scarborough, Wu & Bossard, 2011) , metamaterial lenses for broadband highly directive multibeam antennas proposed by Zhou et al. (Zhou, Zhang & Xin, 2010) , high-gain conformal antennas prototyped by Jiang et al. , and many others. Several metamaterial-based low-profile antennas have been successfully proposed by Qureshi, Erentok, Antoniades and Kokkinos that adopt metamaterial-like resonator structures placed close to the radiating structure (Qureshi, Antoniades & Eleftheriades, 2005; Erentok & Ziolkowski, 2008; Kokkinos & Feresidis, 2009 ). The operating principle behind this approach is that the radiating element is sensitive to the presence of the resonator due to coupling. This alters the antenna's radiation characteristics by effectively acting as a "metamaterial shell".
In 2011 Ntaikos proposed an electrically small planar monopole antenna in combination with a single SRR unit-cell, in such a way to create a composite compact planar antenna structure with an enhanced bandwidth and also multiband (WiMAX) operation (Ntaikos, Bourgis & Yioultsis, 2011) . The presence of the rings significantly shifts downwards the operation frequency.
A new type of compact flexible anisotropic metamaterial coating is proposed by Jiang , which greatly enhances the impedance bandwidth of a quarter-wave monopole to over an octave. The metamaterial coating shows a high effective permittivity for the tensor component oriented along the direction of the monopole. Moreover, the coating produces an additional higher frequency resonance, which enables a similar current distribution on the monopole to that of the fundamental mode due to the metamaterial's broadband anisotropic behavior.
Recently, the anisotropic zero-index metamaterials (ZIM) have been proposed by Ma (Ma, Wang, Chen & Ong, 2009 ). Compared to the isotropic ZIM, the anisotropic ZIM presents only one null component of the permittivity or permeability. These metamaterials have high efficiency to radiate and receive electromagnetic waves due to the improved impedance match. In 2011 Zhou and Cui proposed interesting features of anisotropic ZIM to develop a high-directivity Vivaldi antenna (Zhou & Cui, 2011) . The anisotropic ZIM structures can be embedded into the original Vivaldi antenna smoothly and easily with consequent enhanced directivity and gain in the bandwidth of anisotropic ZIM.
The basic working principle of Leaky-wave antennas (LWAs) is based on a wave propagating along a guiding structure and gradually leaking out a small amount of energy in the form of coherent radiation. Its advantages are the ability to offer sharp directional beams in a frequency scanning over a large bandwidth as explained by Tamir et al. (Tamir, Collin & Zucker, 1969) . There are two different basic types of LWAs: uniform (or quasi-uniform) and periodic. In uniform LWAs, the guiding structure is uniform along its length. In this case, the structure supports a wave that is fast compared to free space radiation. A quasi-uniform LWA operates in a similar way as does a uniform one, except that a periodic structure is used to guide the wave. However, the period is much smaller than the wavelength, and the periodicity does not play an active role in the radiation process. In periodic LWAs, the guiding structure supports slow waves with respect to free space. However, the periodic modulation of the guiding structure generates infinite space harmonics, some of these may be fast, hence providing leaky-wave radiation. Specifically, planar LWAs have recently attracted much attention due to their structural simplicity, easy fabrication, and integration with other planar components. The interest in printed LWAs has increased significantly, mainly due to the development of metamaterial transmission lines. Over the past years, metamaterial transmission lines have been proposed as backward, forward, or backward-forward frequency scanning LWAs in particular by Grbic and Chi (Grbic & Eleftheriades, 2002; Chi & Chen, 2013) . A very interesting property of these leaky-wave antennas is their capability to operate in the fundamental mode. This avoids the need for a complicated and costly feeding network, as typically used in a phased array. Moreover, most of these antennas can radiate at broadside. Despite the fact that these fundamental modes are fast in a certain region of the dispersion diagram, a cancellation of the leaky-wave radiation occurs when open planar waveguides such as microstrip, coplanar waveguide (CPW), and coplanar strip (CPS) lines are used to design LWAs, due to the presence of antiparallel currents. Such antennas are usually considered as antenna arrays in which radiation is mainly due to periodically loaded radiating elements, which are excited by the fundamental propagating mode.
Due to their peculiar abilities to control and manipulate light, gradient index (GRIN) media have been widely used to realize several microwave devices as proposed by Smith (Smith, Mock, Starr & Schuring, 2005) . GRIN lenses have been proposed as alternatives to conventional technology, where refractive index is varied throughout the lens instead of relying on the interfaces of the dielectric material to control the light flow. Metamaterials have suitable physical properties to realize such structures. It has been lately shown by Cheng et al. (Cheng, Ma, & Cui, 2009 ) that a planar medium composed of metallic inclusions on a printed circuit board can satisfy the refractive index profile of a Luneburg lens given by the relation
with 0≤r≤R, where R is the radius of the lens and r is the distance from any point to the lens center. It has been reported that a point source on the surface of such planar 2-D lenses is transformed into a collimated beam on its diametrically opposite side. In 2012 Dhouibi et al. realized the combination of a compact planar feeding structure with a substrate-integrated GRIN material assimilating a small electric size Luneburg lens (Dhouibi, Burokur, de Lustrac & Priou, 2012) . The gradient index of the Luneburg lens is achieved by Liu et al. through a two-dimensional array of waveguided units of complementary closed-ring (CCR) resonators (Liu, Cheng, Chin, Mock, Cui & Smith, 2009) .
Imaging
DNG metamaterials have attracted strong attention also in terms of imaging unique characteristics. Novel properties of metamaterial-based lenses have been proposed by Smith in 2004 (Schurig & Smith, 2004) . Fig. 3 very simply describes the geometry of the scattering of a wave obliquetely incident upon a "double-negative" interface compared to a conventional "double-positive" one. The electromagnetic radiation from an isotropic line source located at one of the two focal lines of an elliptic cylinder made of DNG metamaterial was studied by Uslenghi in the frequency domain and in the optical limit (Liang & Uslenghi, 2006) . The permittivity and permeability of the metamaterial are assumed to be real, negative, and of opposite value to the corresponding parameters in the space surrounding the cylinder. Thus, the refractive index of the DNG cylinder is real, negative, and the opposite of the refractive index of the surrounding medium, whereas the intrinsic impedances of the two media have the same value. The DNG lenses have a line source located inside the lens, but the generated optical pattern appears to originate from a virtual line source located elsewhere.
Recently, there has been growing interest in metamaterial and plasmonic cloaking from Engheta and Pendry due to their intriguing properties and fascinating applications, including not only invisibility and camouflaging, but also non-invasive probing, imaging, cloaked sensing, and low-interference communications (Alù & Engheta, 2008; Pendry, Schurig & Smith, 2006) .
However, the practical realization of cloaks is hindered by technological limitations, in particular when trying to reproduce specific profiles of bulk anisotropy and inhomogeneity for the effective permittivity ߝ ധധധധധ tensor and permeability ߤ ധധധധധധ, as required in transformation-based cloaking devices. In addition, a thickness comparable to the region to be cloaked is usually necessary to achieve effective metamaterial bulk properties, a condition that clashes with the desire to keep small the total size of the cloaked region.
Fabrication
The growing interest in the electromagnetic properties of periodically structured materials was initiated by Yablanovitch and John in the late 1980's. 3-D periodic structures were originally obtained by mechanically drilling holes into dielectric material. The periodicity of the holes in such lattice structure generated a bandgap where propagation is impeded in any direction. Since then more sophisticated metallo-dielectric structures were proposed in the literature. This advancement also triggered the development of integration techniques such as stacking printed modules or growing lattice layer by layer for higher frequencies. Given the large frequency range where metamaterials find applications, their fabrication methods span from the simple mechanical shaping methods at lower frequencies to sophisticated photoligraphic schemes for the near-infrared spectrum region. Three characteristics determine the suitability of a particular integration technique:
• the scale of the metamaterial structure;
• the material used;
• the lattice pattern.
The dedicated literature suggests as a rule of thumb that the period of the metamaterial structure is a fraction of the free-space wavelength at the centre of the operating bandwidth. This corresponds to challenging fabrication issues for frequencies above 300 GHz. Further challenges need to be considered when a high degree of accuracy is required. A minimum fabrication tolerance must be taken into account for each integration procedure. In this framework it is appropriate to distinguish between random and systematic errors in the periodic lattice. A repeated difference in the structural period by the same amount from the designed vaue might cause an unacceptable frequency shift.
Conclusions
Metamaterials are a large family of metallo-dielectric structures with specific electromagnetic properties. By varying periodicity and/or LC contribution in each elementary cell, different combinations of electric properties can be derived (ENG, MNG and DNG). Such versatility is exploited in several conventional applications (antennas, filters, delay-lines, etc.) but it also suggested new ones like cloaking. Strong research efforts were dedicated on realization techniques that mainly aim to miniaturization and broad angular/bandwidth response. Several features make manufactured metamaterials limited or different than ideal references. These are mostly due to the truncation of the periodicity and a non-omnidirectional behavior.
Applications of metamaterials are still under development although at lower pace compared to 10 years ago. From an engineering perspective, metamaterial-enhanced antenna design is mature for practical purposes and commercial outcomes especially in defense applications where size-constraints can be largely compromised. In other engineering sectors the gap between manufacturing outcomes and expected behavior is still large and this discourages short-term commercial initiatives.
